GODSTON 
CS20558RL 





FIG. 2 



GODSTON 
CS20558RL 




GODSTON 
CS20558RL 





FIG. G 



GODSTON 
CS20558RL 




GODSTON 
CS28558RL 




GODSTON 
CS28558RL 



8/10 




FIG.IO 




FIG. 11 



GODSTON 
CS20558RL 



r 



10110 



500 



( START ) 



( 520 ) 



510 



522 



MANUALLY INITIATING 
ROTATION OF ONE OF THE 
FIRST AND SECOND HOUSING 
ELEMENTS WITH RESPECT TO 
THE OTHER ONE OF THE FIRST 
AND SECOND HOUSING ELEMENTS 
IN AT LEAST ONE OF A 
CLOCKWISE AND A 
COUNTER-CLOCKWISE DIRECTION 
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524 



APPLYING A 


FORCE TO 


A LINKAGE BY 


A PRELOADED 


TENSION 


DEVICE 





COMPLETING THE ROTATION OF 
THE FIRST AND SECOND HOUSING 
ELEMENTS, AUTOMATICALLY, BETWEEN 
A SUBSTANTIALLY CLOSED POSITION 
AND A SUBSTANTIALLY OPENED 
POSITION, BY A ROTATION 
MECHANISM INCORPERATED IN 
PART OF THE HAND HELD DEVICE 



TRANSFERRING THE FORCE 
ALONG A LINKAGE TO AN 
OFF CENTER CONTACT POINT 
OF A WHEEL, WHICH IS 
COUPLED TO THE SECOND 
HOUSING ELEMENT, THEREBY 
INDUCING ROTATION OF THE 
WHEEL 



526 



ROTATING THE WHEEL 
ALONG A CURVED SURFACE 
OF THE FIRST HOUSING 
ELEMENT 



( END ) 
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AFTER THE FIRST AND SECOND 

HOUSING ELEMENTS ARE IN 
A ROTATABLY OPENED POSITION, 

APPLYING AN ADDITIONAL 
FORCE SUPPLIED BY A LEFTOVER 
PRELOAD OF THE TENSION DEVICE 
TO MAINTAIN THE ROTATABLY 
OPEN POSITION 
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